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How it Works
The ChipBLASTER *Media Free Filter System
is designed to run operator and problem free. It 

continually filters fluids through the large 
capacity centrifuge for high-pressure and low-

pressure coolant. Coolant is pressure fed by the 
transfer pump to the coolant inlet. The coolant is 

then spun by the centrifuge unit and all 
particulates are separated and collected beneath 
a baffle in the base of the filter. All clean coolant 
is forced through the center of the swirling fluid 
to the ChipBLASTER reservoir. The dirty coolant 
sludge is then discharged through the base of 

the filter to either your settling tank or the 
optional ChipBLASTER Sludge Separator.

*PATENT 10/933,565

An independent laboratory found 

this filtering system to be 98.75% 

effective in filtering particulates 

down to 2 micron.

Media Free Filtration Option
Eliminates Costly Filter Changes and Down Time

Shown on the JV10 unit and with sludge separator

THE LATEST TECHNOLOGY AVAILABLE ON OUR 

Automatically Variable Volume 

ChipBLASTER Units
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SLUDGE SEPARATOR 

This option allows for continual filtration without interruption. The self contained system 
actually filters coolant, separates fines, and sends them to your chip hopper.

The Only Way to 

Truly Automate Your Process

�‡Eliminate Costly Filter Cartridges

�‡Eliminate Down Time

�‡Increase CPK

�‡Eliminate Spindle Damage

�‡Increase Tool Life

�‡Increase Coolant Life

The Most

Technically Advanced
Coolant Systems on Earth.
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Certified facility.

This Product is Manufactured in an

ISO 9001:2000 and ISO 14001:2004


